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LAY-IN CELL CEILING SYSTEM B KX i+E RTER#R

DRAGONme C4000 Lay-in Ceiling System is the KEERE 4000 BEREHRFLERH > BEXTRBEEIEH

strong combination of the T-shape main runner, TEUEEEE « TRIBIEES ~ AAY « BBRIBRDDRHEATI AL - B1E
T-shape cross runner, AA elements, BB elements and /INES TEFRB600X600mmZ 484 & 1M RICIE & TR © & RIER s

DD elements .Each unit is composed of 600x600mm
aluminum alloy strips. C4000 outlook is similar with
the traditional cell ceiling after installation. Each
ceiling component can be easily installed and
demounted in order to simplify the procedures 2HES%
during inspection of equipments above the ceiling.
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HHELEERBETHEIREERIREEHESGLE, pHAKXTR
Suspension EUFTREE:
TEB1T:FIEEREEREP-102) Rttt R 2% E R RIELR

The suspension frame is composed of T-shape main

runners and cross runners. The suspension methods TREE 2SS R ##R(P4-102A) SR BB EMER
are as follows: REE3: FIFESHE (P-102B) 22 R {E R HESR

Diagram 1: Runners are hanged by T-runner clamps
(P-102) and supported by the G.M.S.
screw.

Diagram 2: Runners are hanged by elastic slices
with G.M.S. wire (P4-102A).

Diagram 3: Runners are hanged by T-runner clamps
(P-102B)
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